SODIUM HYPOCHLORITE SOLUTION

KEEP OUT OF REACH OF CHILDREN

DANGER

See Precautionary Statements
ACTIVE INGREDIENT: SODIUM HYPOCHLORITE........15.8%

INERT INGREDIENTS:........cooivivriririrenesnserseieneenn.84.2%
TOTAL: oo 100%

rnees  FIRST AID

® Hold eye open anu 1inse siuwiy anu genuy with water for
15-20 minutes.

® Remove contact lenses, if present, after the first 5 minutes,
then continue rinsing eye.

® Call a poison control center or doctor for treatment advice.

If on skin or clothing:

® Take off contaminated clothing.

® Rinse skin immedialely with plenty of water for 15-20 minutes.
® (Call a paison control center or doctor for treatment advice.

If swallowed:

@ Call a poison contral center or doctor immediately for
treatment advice.

® Have person sip a glass of water if able to swallow.

® Do not induce vomiting unless told to do so by the poison
control center or doctor.

® Do not give anything by mouth to an unconscious person

If inhaled:

® Move person to fresh air.

® |f person is not breathing, call 911 or an ambulance, then
give artificial respiration, preferably by mouth-to-mouth, if
possible

Have the product container or label with you when calling a
poison control center or doctor, or going for treatment
NOTE TO PHYSICIAN - Probable mucosal damage may contradict
the use of gastric lavage.

FOR ALL ACCIDENTS, CALL CHEMTREC AT 1-800-424-9300 (in
UsSA)

...USE: Do not discharge effluent containing this product into
lakes, ponds, streams, estuaries, oceans or other waters unless
in accordance with the requirements of a National Pollutant
Discharge Elimination System (NPDES) permit and the permitting
authority has been notified in writing prior to discharge. Do not
discharge effluent containing this product to sewer systems
without previously notifying the local sewage treatment plant
authority. For guidance contact your State Water Board or
Regional Office of the EPA.

DRINKING WATER USES: The following practices help to
minimize degradant formation in drinking water disinfection:

* It is recomended to minimize storage time.

*It is recommended that the pH solution be in the range of 11-13.
*It is recommended to minimize sunlight exposure by storing in
opaque containers and/or in a covered area. Solutions should be
stored at lower temperatures. Every 5' C reduction in storage
temperature will reduce degradant formation by a factor of two.

* Dilution significantly reduces degradant formation. For products
with higher concentrations, it is recommended to dilute
hypochlorite solutions with cool, softened water upon delivery, if
practical for the appplication.

STORAGE AND DISPOSAL

Do not contaminate food or feed by storage, disposal or cleaning of

equipment. Pesticide Storage: Store this product in a cool, dry
area away from direct sunlight and heat to avoid deterioration. If
product will not be used immediately, follow the directions below
regarding dilution. In case of spill, flood areas with large amounts
of water. Pesticide Disposal: Product or rinsates that cannot be
used should be diluted with water before disposal in a sanitary
sewer or other approved disposal facility. Container: Tank Cars
and Tank Trucks: Refill with bleach OR triple or pressure rinse
amntv tank rar nr

PRECAUTIONARY STATEMENTS

HAZARDS TO HUMANS AND DOMESTIC ANIMALS:
DANGER. Corrosive. Causes irreversible eye damage and skin
burns. Do not get in eyes, on skin, or on clothing. Wear safety
glasses or goggles and rubber gloves when handling this
product. Wash thoroughly with soap and water after handling
and before eating, drinking, chewing gum, using tobacco or
using the toilet.

PHYSICAL OR CHEMICAL HAZARDS: Strong oxidizing agent
Mix only with water according to label directions. Mixing this
product with chemicals (e.g. ammonia, acids, detergents, etc.) or
organic matter (e.g. urine, feces, etc.) will release chlorine gas
which is irritating to eyes, lungs and mucous membranes.
ENVIRONMENTAL HAZARD: This pesticide is toxic to fish and
aquatic organisms. TECHNICAL AND MANUFACTURING...

...tank truck to remove bleach residues before filling with other
product Drums, Toles, and Intermediate Bulk Containers (IBC):
Refill with bleach only. Triple or pressure rinse nonrefillable or
ble containers and offer for recycling, reconditioning
or disposal. Dispose of residue rinsates in a sanitary sewer or

DIRECTIONS FOR USE

READ THE PRECAUTIONARY AND STORAGE STATEMENTS
BEFORE USE

DIRECTIONS FOR USE: It is a violation of federal law to use this
product in a manner inconsistent with its labeling.

NOTE: This product degrades with age. Use a chlorine test kit and
increase dosage, as necessary to obtain the required level of
available chlorine.

Bleach/Sodium H
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EPA REG.NO. 41504-20001

SWIMMING POOL WATER DISINFECTIO

For a new pool or spring start-up, super chlorinate with 52 to 104 oz. of
product for each 10,000 gallons of water to yield 5 to 10ppm available
chlorine by weight. Check the level of available chlcrine with a chlorine test
kit. Adjust and maintain pool water pH between 7.2 and 7.6. Adjust and

ty of the pool to between 50 to 100ppm. To maintain the
pool, add manually or by a feeder device, 11 oz. of this product for each
10,000 gallons of water to yield an available chlorine residual between 0.6 to
1.0ppm by weight. Stabilized pools should maintain a residual of 1.0 to
1.5ppm available chlorine. Test the pH, available chlcrine residual, and

maintain the alkal

ypochlorite 19%
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EPA EST.NO. 41504-MA-001

clean, chlorinated water to the well in order to force the
sanitizer into the rock formation. Wash the exterior of the pump
cylinder with the sanitizer. Drop pipeline intc well, start pump
and pump water until strong odor of chlorine in water is noted.
Stop pump and wait at least 24 hours. After 24 hours, flush well
until all traces of chlorine have been removed from the water.
Deep wells with high water levels may necessitate the use of
special methods for introduction of the sanitizer into the well.
Consult your local Health Department for further details.
SEWAGE & WASTEWATER EFFLUENT TREATMENT

The disinfection of sewage effluent must be evaluated by

alkalinity of the water frequently with appropriate test kits. Frequency of water determining the total number of coliform bacleria and/or fecal

treatment will depend upon temperature and number of swimmers. Every 7
days, or as necessary, super chlorinate the pool with 52 to 104 oz. of product
for each 10,000 gallons of water to yield 5 to 10ppm available chlorine by
weightl. Check the level of available chlorine with a test kit. Do not reenter the
pool until the chlorine residual is between 1.0 to 3.0ppm. At the end of the
swimming pool season or when water is to be drained from the pool, chlorine
must be allowed to dissipate from treated pool before discharge. Do not

chlerinate the pool within 24 hours prior to discharge.

DISCHARGE DIRECTIONS FOR COMMERCIAL AND RESIDENTIAL
POOLS: Before draining a treated pool contact your local sanitary sewer and
storm drain authorities and follow their discharge instructions. Do not
discharge treated pool to any location that flows to a gutter, storm drain or
natural water body unless discharge is allowed by stae and local authorities.
clear & clean, apply 0.6 oz. of
filter is running, to obtain a 3 ppn available
chlorine residual, asdetemined by a suitable test kit. Cover pool, prepare
heater, filter and heater components for winter by following manufacturers’

WINTERIZING POOLS: While water is sti
product per 1000 gallons, wi

instructions.

coliform bacteria, as determined by the Most Probable Number
(MPN) procedure, of the chlorinated effluent has been reduced
1o or below the maximum permitted by the centrolling regulatory
jurisdiction.

On the average, satisfactory disinfection of secondary
wastewater effluent can be cbtained when the chlorine residual
is 0.5ppm after 15 minutes contact. Although the chlorine
residual is the critical factor in disinfection, the impartance of
correlating chlorine residual bacteria kill must be emphasized.
The MPN of the effluent, which is directly related to the water
quality standards requirements, should be the final and primary
standard and the chlorine residual should be considered an
operating standard only to the extent verified by the coliform
quality of the effluent.

The following are critical factors affecting effluent disinfection.
1. Mixing: It is imperative that the product and the wastewater
be instantaneously and completely flash mixed to assure
reaction with every chemically active soluble and particulate

DISINFECTION OF DRINKING WATER (EMERGENCY/PUBLIC/INDIVIDUAL component of the wastewater

SYSTEMS)

Public Systems: Mix a ratio of 1 oz. of this product to 100 gallons of water.
Begin feeding this solution to a hypochlorinator until free available chlorine
residual of at least 0.2ppm and no more than 0.6ppm is attained through the

distribution system. Check water frequently with a chlorine test kit.

Bacteriogical sampling must be conducted at a frequency no less than
prescribed by the National Interim Primary Drinking Meter Regulations.

Contact your local Health Department for further details.
Ind

Health Department for further details.
Ini
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FLAMMABILITY

FOR INDUSTRIAL USE ONLY
IN CASE OF EMERGENCY
CALL CHEMTREC 1-800-424-8300

DANGER

AFTER THIS CONTAINER HAS
BEEN EMPTIED IT MAY CONTAIN
EXPLOSIVE OR HARMFUL
VAPORS AND RESIDUE.
KEEP AWAY FROM HEAT.
SPARKS, AND FLAMES!

DO HOT CUT, PUNCTURE, OR

puvsicatazaro  JIEN
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WELD ON OR NEAR THIS
CONTAINER

DO NOT REUSE CONTAINER

FOR ANY PURPOSE UNTIL

COMMERCIALLY CLEAKED

ual Systems: Dug Wells: Upon completion of the casing (lining) wash
the interior of the casing (lining) with a 100ppm available chlorine solution
using a still brush. This solution can be made by thoroughly mixing 1 oz. of
this product into 10 gallons of water. After covering the well, pour the
sanitizing solution into the well through both the pipe sleeve opening and the
pipeline. Wash the exterior of the pump cylinder alse with the sanitizing
solution. Start pump and pump water until strong odor of chlorine in water is
noted. Stop pump and wait at least 24 hours. After 24 hours flush well until all
traces of chlorine have been removed from the water. Consult your local

ual Water Systems - Drilled, Driven and Bored Wells: Run pump until
water is as free from turbidity as possible. Pour a 100ppm available chlorine
ing solution into the well. This solution can be made by thoroughly

g 1 oz. of this product into 10 gallons of water. Add 5 to 10 gallens of

2. Contacting: upon flash mixing, the flow through the system
should be maintained.

3. Dosage/Residual Control: Successful disinfection is
extremely dependent on response lo fluctuating chlorine
demand to maintain a predetermined, desirable chlorine level.
Secondary effluent should contain 0.2 to 1.0ppm chlarine
residual after a 15 to 30 minute contact time. A reasonable
average of residual chlorine is 0.5ppm after 15 minutes contact
time.

EFFLUENT SLIME CONTROL: Apply a 100 to 1000ppm
available chlorine solution at a location which will allow
complete mixing. Prepare this solution by mixing 10 to 100 oz.
of this product with 100 gallons of water. Once control is
evident, apply a 15ppm available chlorine solution. Prepare this
solution by mixing 3 oz. of this product with 100 gallons of
water.

FILTER BEDS SLIME CONTROL: Remove filter from service,
drain to a depth of 1 ft. above filter sand, and add 80 oz. of
product per 20 sg/ft evenly over the surface. Wait 30 minutes
before draining water to a level that is even with the top of the
filter. Wait 4 to 6 hours before completely draining and
backwashing filter.

SEE ATTACHED DIRECTIONS OR USE BOOKLET FOR ADDITIONAL INFORMATION
Spanish Label: boremco.com sitio web, informacion reglamentaria, etiqueta

Before using, read Safety Data Sheet (SDS) for this product.
This product contains: Water (CAS #7732-18-5); Sodium
hypochlorite (CAS #7681-52-9); Sodium chloride (CAS
#7647-14-5); Sodium hydroxide (CAS #1610-73-2)



